


MM1 SERIES

Coaxial Speakers with 
Ultra-Marine Certification
 
Tweeter 1’’ x 1 
Mid/Woofer 6.5’’ x 1
Frequency Response 35Hz – 40kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 300 W
Sensitivity 93 db

MM652

299 €

MM6502 Component Speakers with 
Ultra-Marine Certification
 
Tweeter 1’’ x 1 
Mid/Woofer 6.5’’ x 1
Frequency Response 35Hz – 40kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 375 W
Sensitivity 93 db

299 €



Subwoofer 8'' with 
Ultra-Marine Certification
 
Frequency Response 30Hz – 200kHz
Nominal Impedance 4 Ohms 
300W RMS / 900W MAX
Sensitivity 85 db
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Subwoofer 10'' with 
Ultra-Marine Certification
 
Frequency Response 28Hz – 200kHz
Nominal Impedance 4 Ohms 
400W RMS / 1200W MAX
Sensitivity 86 db

Subwoofer 12'' with 
Ultra-Marine Certification
 
Frequency Response 26Hz – 200kHz
Nominal Impedance 4 Ohms 
420W RMS / 1260W MAX
Sensitivity 87 db

€

€

€



109

DB572

€

Coaxial Speakers with 
Marine Certification
 
Tweeter 0.75’’ x 1 
Mid/Woofer 5’’ x 7'' x 1
Frequency Response 35Hz – 22kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 225 W
Sensitivity 92 db

DB+ SERIES
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DB462

99 €

€

Coaxial Speakers with 
Marine Certification
 
Tweeter 0.75’’ x 1 
Mid/Woofer 4’’ x 6'' x 1
Frequency Response 50Hz – 22kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 150 W
Sensitivity 90 db

Coaxial Speakers with 
Marine Certification
 
Tweeter 0.75’’ x 1 
Mid/Woofer 4’’ x 1
Frequency Response 60Hz – 22kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 135 W
Sensitivity 90 db
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Coaxial Speakers with 
Marine Certification
 
Tweeter 0.75’’ x 1 
Mid/Woofer 6,5’’ x 1
Frequency Response 40Hz – 22kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 300 W
Sensitivity 92 db

3 - way Coaxial Speakers with 
Marine Certification
 
Tweeter 0.75’’ x 1 & Tweeter 0.5'' x 1
Mid/Woofer 6’’ x 9 '' x 1
Frequency Response 30Hz – 22kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 450 W
Sensitivity 93 db

Component Speakers with
Marine Certification
 
Tweeter 0.75’’ x 1 
Mid/Woofer 6.5 '' x 1
Frequency Response 35Hz – 23kHz
Nominal Impedance 4 Ohms 
Power Handing (peak) 300 W
Sensitivity 92 db



Subwoofer 12'' with 
Ultra-Marine Certification
 
Frequency Response 26Hz – 200kHz
Nominal Impedance 4 Ohms 
370W RMS / 1100W MAX
Sensitivity 86 db

Subwoofer 10'' with 
Ultra-Marine Certification
 
Frequency Response 28Hz – 200kHz
Nominal Impedance 4 Ohms 
350W RMS / 1050W MAX
Sensitivity 85 db
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Subwoofer 8'' with 
Ultra-Marine Certification
 
Frequency Response 30Hz – 200kHz
Nominal Impedance 4 Ohms 
250W RMS / 750W MAX
Sensitivity 84 db



CRAFTED FOR
PREMIUM SOUND


